20050416.ba v03_n792.bam.20050416

>From ???@??? Sat Apr 16 16:03:41 2005 -0500
Date: Sat, 16 Apr 2005 16:02:58 CDT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3792
Message-Id: <20050416155442.1B5A54027A@srvr1.theporch.com>

			    BOATANCHORS Digest 3792

Topics covered in this issue include:

  1) Re: Question about Hallicrafters HT-44/SX-117 and HT-46/SX-146
	by "Al Parker" <anchor@ec.rr.com>
  2) Pigtail Site
	by "b. smith" <smithab11@comcast.net>
  3) Re: BOATANCHORS digest 3791
	by Roy Morgan <roy.morgan@nist.gov>
  4) Re: Pigtail tool?
	by Al Klase <skywaves@webex.net>
  5) Re: Question about Hallicrafters HT-44/SX-117 and HT-46/SX-146
	by K8MFO@aol.com
  6) ceramic tubulars decoding?
	by "John Gillespie" <jgillespie@porchlight.ca>
  7) Re: ceramic tubulars decoding?
	by "Al Parker" <anchor@ec.rr.com>
  8) WTB:   Hallicrafters HT-44/SX-117
	by "Freeberg, Scott \(STP\)" <Scott.Freeberg@guidant.com>
  9) Re: Pigtail tool?
	by "Ed Zeranski" <ezeran@ezeran.cnc.net>
 10) NC100A Family Catacombs Dial String Instructions
	by "stanleybadams" <stanleybadams@yahoo.com>
 11) Re: [Milsurplus] Re: [Boatanchors] Removing beeswax from slug-tunedtransform...
	by "Brian Clarke" <brianclarke01@optusnet.com.au>
 12) Re: [Milsurplus] Re: [Boatanchors] Removing beeswax from slug-tuned transform...
	by WA5CAB@cs.com
 13) Galaxy PS Question
	by Bob Kemp <bkemp@bobkemp.com>
 14) Re: Pigtail tool?
	by Ben Hall <kd5byb@bellsouth.net>
 15) Re: Pigtail tool?
	by "Arden Allen" <gumbear@pacbell.net>
 16) Re: [Milsurplus] Re: [Boatanchors] Removing beeswax from slug-tunedtransform...
	by "Arden Allen" <gumbear@pacbell.net>
 17) Re: ceramic tubulars decoding?
	by "Arden Allen" <gumbear@pacbell.net>
 18) WRL Galaxy V Transceiver -  A Readable Schematic Found
	by Edward Knobloch <k4pf@juno.com>
 19) SX28 dials
	by "John Gibson" <gibsonj@mindspring.com>
 20) W5E is on 14.253 UDB
	by "Edward J White" <wa3bzt@verizon.net>
 21) RE: [Milsurplus] W5E now on 14049.7 @1950z
	by "John Page" <k4kwm@hotmail.com>

----------------------------------------------------------------------
Message-ID: <185501c541dd$5ec8e850$3201a8c0@w8ut>
From: "Al Parker" <anchor@ec.rr.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Question about Hallicrafters HT-44/SX-117 and HT-46/SX-146
Date: Fri, 15 Apr 2005 13:05:47 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi Scott,
    I didn't get a round tuit to answer your note ystdy, but here I go
now.
    I've had 2 SX-117's, several SX-101(&A)'s, one SX-115.  At the moment
I have one of each.  Time flies, I find that it's been 5 yrs since I wrote
a comparison of the 3, and have an MSWord file which I'll send to you and
anyone who'd like it. (abt 50kb)  It was posted to the Hallicrafters list
on  06 Apr 2000.  It includes a cupla emails from other people that may
not have been in the orig. post.
    The SX-117 I presently have is on the (very full)  project shelf
because I haven't been able to get the RF input stage, preselector, or
whatever it's called, aligned to my satisfaction.  I still think it oughta
be a good receiver, it has a very close similarity to the SX-115 in the
block diagram, but the execution of that scheme is different in individual
circuits.
    I'll have the SX-117 up for sale sometime, probably after I get it
squared away, but would consider selling as-is now.  I  sold the HT-44
separately a few mo.s ago to someone that "came looking," it seemed to be
a nice rig, and the new owner is happy.
73,
Al, W8UT
New Bern, NC
BoatAnchors appreciated here
http://www.thecompendium.net/radio/
http://www.hammarlund.info


----- Original Message ----- 
From: "Freeberg, Scott (STP)" <Scott.Freeberg@guidant.com>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Friday, April 15, 2005 10:43 AM
Subject: Question about Hallicrafters HT-44/SX-117 and HT-46/SX-146


I've been attracted to these late model Hallicrafters radios for a long
time.

I was wondering if anyone on this list is using the HT-44/SX-117 pair or
the HT-46/SX-146 pair.  I'm thinking they might have been the last tube
transmitters/receivers made by Hallicrafters. Is this so?

Both rigs look cool.  The HT-46/SX-146 looks more like a Novice station
than an SSB station with its small size.

What do you think of these rigs?  Are they good performers?  Any for sale?

I enjoy putting these sort of radios on the air!  I've got a Hammarlund
HX-50, HXL-ONE, HQ-180 station that I'm hoping to put on the air later
this year.

Now I'm feeling the lure of those Halli rigs.

73, Scott WA9WFA
www.qsl.net/wa9wfa


------------------------------
Message-ID: <006f01c541dd$3c61fe00$94f02144@Denroom>
From: "b. smith" <smithab11@comcast.net>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Fri, 15 Apr 2005 13:04:46 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=original
Content-Transfer-Encoding: 7bit
Subject: Pigtail Site

The URL of Al's Skywaves site is:


http://www.webex.net/%7Eskywaves/commrx/Maintenance/Comprepl/component_replacement.htm

breck k4che 

------------------------------
Message-Id: <6.0.0.22.2.20050415131018.03536a38@mailserver.nist.gov>
Date: Fri, 15 Apr 2005 13:17:31 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Roy Morgan <roy.morgan@nist.gov>
Subject: Re: BOATANCHORS digest 3791
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

At 12:28 PM 4/15/2005, you wrote:
>... a tool to wind a small section of "pig's tail" on the new components.
>
>
>Someone here posted instructions for making the tool, but I lost them!
>Would love to build such a tool.

Ben,

Get a small dowel easy to hold: 3/8 inch to 5/8 inch in diameter.
Drive a small drill into it on the end, so the smooth end of the drill is 
out.  Size the drill to make pigtails with the right inner diameter for 
your component leads.

I may have a better explanation somewhere.  A fancier version uses a 1/4 or 
5/16 inch metal threaded standoff with a groove filed on the end and a 
screw to hold the piece of drill in place.  A curved tool handle of wood is 
a nice touch if you can find one. Two tools with different sized drill 
pieces is nice but not needed.

Roy




- Roy Morgan, K1LKY since 1959 - Keep 'em Glowing!
7130 Panorama Drive, Derwood MD 20855
Home: 301-330-8828 Cell 301-928-7794
Work: Voice: 301-975-3254,  Fax: 301-948-6213
roy.morgan@nist.gov --

------------------------------
Message-ID: <425FF7C2.1060006@webex.net>
Date: Fri, 15 Apr 2005 13:20:02 -0400
From: Al Klase <skywaves@webex.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Pigtail tool?
Content-Type: text/plain; charset=us-ascii; format=flowed
Content-Transfer-Encoding: 7bit

Hi Ben,

See my website:
http://www.webex.net/~skywaves/commrx/Maintenance/Comprepl/component_replacement.htm

73,
Al

Al Klase - N3FRQ
skywaves@webex.net
Flemington, NJ 08822
Web Page:  http://www.webex.net/~skywaves/home.htm


Ben Hall wrote:
> Good morning all,
> 
> Several months ago, we had a discussion here about cutting out old 
> components and soldering in replacements by using a tool to wind a small 
> section of "pig's tail" on the new components.
> 
> Apparently, this was to duplicate an old repair method of using 
> "squiigles" or some name like that.
> 
> Someone here posted instructions for making the tool, but I lost them!  
> Would love to build such a tool.
> 
> Thanks,
> Ben
> 
> 
> 

------------------------------
From: K8MFO@aol.com
Message-ID: <1c2.26af068e.2f91529d@aol.com>
Date: Fri, 15 Apr 2005 13:23:41 EDT
Subject: Re: Question about Hallicrafters HT-44/SX-117 and HT-46/SX-146
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_1c2.26af068e.2f91529d_boundary"


--part1_1c2.26af068e.2f91529d_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

About 40 years ago, one of the members of our college club station (W8SH - 
Michigan State) brought out a brand spanking new  HT-44/SX-117 combination for a 
CW DX Contest.   We ran 2 stations simultaneously -- the other was a Collins 
S Line.   Even though the antennas for all bands were supported from the same 
tower, we were able to co-exist quite nicely for the weekend.   This was in 
the days before band pass filters.  There were about a half dozen HT-44/SX-117 
stations in the Lansing area at that time, and owners were pretty happy with 
them.   They were not top-of-the-line gear, but pretty decent stuff...

73

Don K8MFO 

In a message dated 4/15/2005 1:05:31 PM Eastern Standard Time, 
anchor@ec.rr.com writes:

> I was wondering if anyone on this list is using the HT-44/SX-117 pair or
> the HT-46/SX-146 pair.  I'm thinking they might have been the last tube
> transmitters/receivers made by Hallicrafters. Is this so?
> 
> 


--part1_1c2.26af068e.2f91529d_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_1c2.26af068e.2f91529d_boundary--

------------------------------
Message-ID: <000e01c541f3$82ef33e0$8800a8c0@jgillespie>
From: "John Gillespie" <jgillespie@porchlight.ca>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ceramic tubulars decoding?
Date: Fri, 15 Apr 2005 15:44:16 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi gang
    I have a Bulova clock radio that has a serious drift
problem.  There is a ceramic tubular across the oscillator
tuning cap, that is likely temperature compensating. It 
goes crazy if sprayed with component cooler.
    I need help decoding the colour bands.  Green end
then 5 colour dots  (Black, yellow, black, white, green.)
I have never had a chart for these or other tubular 
ceramics.  The cap in question is about 3/8" long and
about 3/16" dia. with two radial leads.   Thanks
John!

------------------------------
Message-ID: <18b301c541f4$58e00830$3201a8c0@w8ut>
From: "Al Parker" <anchor@ec.rr.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: ceramic tubulars decoding?
Date: Fri, 15 Apr 2005 15:50:16 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi John,
    From my archives I find:
http://www.pmel.org/HandBook/HBpage26.htm
looks like it might do the job for you.
    I think there are other sites out there with similar/more info.
73,
Al, W8UT
New Bern, NC
BoatAnchors appreciated here
http://www.thecompendium.net/radio/
http://www.hammarlund.info

----- Original Message ----- 
From: "John Gillespie" <jgillespie@porchlight.ca>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Friday, April 15, 2005 3:44 PM
Subject: ceramic tubulars decoding?


> Hi gang
>     I have a Bulova clock radio that has a serious drift
> problem.  There is a ceramic tubular across the oscillator
> tuning cap, that is likely temperature compensating. It 
> goes crazy if sprayed with component cooler.
>     I need help decoding the colour bands.  Green end
> then 5 colour dots  (Black, yellow, black, white, green.)
> I have never had a chart for these or other tubular 
> ceramics.  The cap in question is about 3/8" long and
> about 3/16" dia. with two radial leads.   Thanks
> John!
> 
> 

------------------------------
Content-class: urn:content-classes:message
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable
Subject: WTB:   Hallicrafters HT-44/SX-117
Date: Fri, 15 Apr 2005 14:52:13 -0500
Message-ID: <42ECC21B33DFF245BAFAF57274BA5CE501E703CE@stpmse04.stp.guidant.com>
From: "Freeberg, Scott \(STP\)" <Scott.Freeberg@guidant.com>
To: Old Tube Radios <boatanchors@theporch.com>

Want to Buy Hallicrafters HT-44/SX-117 and matching power supply.=20
Thanks. 73, Scott WA9WFA

------------------------------
Message-ID: <054f01c541f9$87fc53d0$cb32a8c0@KONI>
From: "Ed Zeranski" <ezeran@ezeran.cnc.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Pigtail tool?
Date: Fri, 15 Apr 2005 13:27:22 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

> Someone here posted instructions for making the tool, but I lost them!
> Would love to build such a tool.
> Thanks,
> Ben

 I use a tooth pick. Years agoI picked up a 4 drawer set of HV(1K-2.5K) disc
ceramic "Red Head" caps from a dumpster and most of the little plastic boxes
had 'pigtail' coils included. The coils were sized for #22 solid wire.

EdZ


------------------------------
From: "stanleybadams" <stanleybadams@yahoo.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: NC100A Family Catacombs Dial String Instructions
Date: Fri, 15 Apr 2005 17:03:21 -0500
Message-ID: <002501c54206$f3c18470$6101a8c0@stanley>
MIME-Version: 1.0
Content-Type: multipart/mixed;
	boundary="----=_NextPart_000_0026_01C541DD.0AEB7C70"

This is a multi-part message in MIME format.

------=_NextPart_000_0026_01C541DD.0AEB7C70
Content-Type: text/plain;
	charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Are in the new issue of ER coming out and they are also free if you drop me
a email to stanleybadams@yahoo.com


Stanley Adams
Memphis


------=_NextPart_000_0026_01C541DD.0AEB7C70
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

------=_NextPart_000_0026_01C541DD.0AEB7C70--

------------------------------
Message-ID: <001101c5421a$424f3fc0$0404a8c0@brian>
From: "Brian Clarke" <brianclarke01@optusnet.com.au>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: [Milsurplus] Re: [Boatanchors] Removing beeswax from slug-tunedtransform...
Date: Sat, 16 Apr 2005 10:21:34 +1000
MIME-Version: 1.0
Content-Type: multipart/alternative;
	boundary="----=_NextPart_000_000E_01C5426E.10BD3BC0"

This is a multi-part message in MIME format.

------=_NextPart_000_000E_01C5426E.10BD3BC0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable

Hi Robert,

I think I did see a mention of a particular solvent earlier in this =
thread - was it Xylene?=20
Anyway, give toluene a try. Methyl-ethyl-ketone might also do the job. =
All these are=20
rather dangerous in confined quarters.

73 de Brian.
  You said:
  I was=20
  hoping that my dim recollection that there was a magic elixer solvent =
once=20
  marketed by GC might have basis in fact.  But as no one mentioned it, =
I guess it=20
  was a dim dream.
------=_NextPart_000_000E_01C5426E.10BD3BC0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

------=_NextPart_000_000E_01C5426E.10BD3BC0--

------------------------------
From: WA5CAB@cs.com
Message-ID: <e0.119a5b20.2f91e889@cs.com>
Date: Sat, 16 Apr 2005 00:03:21 EDT
Subject: Re: [Milsurplus] Re: [Boatanchors] Removing beeswax from slug-tuned transform...
To: Old Tube Radios <boatanchors@theporch.com>
CC: boatanchors@mailman.qth.net, boatanchors@theporch.com,
        milsurplus@mailman.qth.net
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_e0.119a5b20.2f91e889_boundary"


--part1_e0.119a5b20.2f91e889_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Frank,

I orginally started the thread, not John.  The requirement was to adjust IF 
transformers which had not apparently been adjusted since the radios were built 
in late '44 or early '45.  The elegent solution turned out to be a brief 
blast of superheated air applied at the top of the slug below the surface of the 
beeswax, which vaporised the beeswax and blew it out of the hole.  

Comments about cracked slugs were in reference to the consequences of 
attempting to remove the wax mechanically, or of attempting to adjust the slugs 
without removing any of the wax.  An unfortunately common situation when someone 
else has been into the radio.

The solvent comments were because I thought I remembered something from the 
50's used for the purpose.  But that apparently turns out not to be the case.

I think that should do it for the beeswax thread.  Thanks to all who 
responded.

In a message dated 4/15/2005 8:51:01 PM Central Daylight Time, 
fkamp@comcast.net writes: 
> "J. Forster" wrote:
> >
> >I considered solvents earlier on in this thread, but rejected it. Solvents 
> work from the
> >outside in and would take quite a while to soften any depth of wax.
> 
> I have not ever seen a solvent that would do a good job of softening wax
> of any kind.  You usually end up with a foul smelling mess and a slug
> that is traped as solidly as ever.
> 
> >
> >What exactly are you trying to do? Are you trying to completely remove all 
> the wax from a coil
> >and slug, or just free up the slug so you can tune the thing? Or something 
> else?
> 

Robert Downs - Houston
<http://www.wa5cab.com> (Web Store)
MVPA 9480
<wa5cab@cs.com> (Primary email)
<wa5cab@houston.rr.com> (Backup email)

--part1_e0.119a5b20.2f91e889_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_e0.119a5b20.2f91e889_boundary--

------------------------------
Message-ID: <42608F7F.4050101@bobkemp.com>
Date: Fri, 15 Apr 2005 23:07:27 -0500
From: Bob Kemp <bkemp@bobkemp.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Galaxy PS Question
Content-Type: text/plain; charset=us-ascii; format=flowed
Content-Transfer-Encoding: 7bit

Which power supply is recommended for the galaxy V mkII transceiver? Is 
it the ac-400 or the Ac-35?
bob

------------------------------
Date: Fri, 15 Apr 2005 12:43:25 -0500
Subject: Re: Pigtail tool?
Content-Transfer-Encoding: 7bit
Content-Type: text/plain; charset="us-ascii"; format="flowed"
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
From: Ben Hall <kd5byb@bellsouth.net>
Message-Id: <1113587054.163A1EC4@dk12.dngr.org>

That's the webpage!

Thanks,
Ben

On Fri, 15 Apr 2005 12:20pm, Al Klase wrote:
> Hi Ben,
>
> See my website:
> http://www.webex.net/~skywaves/commrx/Maintenance/Comprepl/component_replacement.htm
>
> 73,
> Al
>
> Al Klase - N3FRQ
> skywaves@webex.net
> Flemington, NJ 08822
> Web Page:  http://www.webex.net/~skywaves/home.htm
>
>
> Ben Hall wrote:
>> Good morning all,
>> Several months ago, we had a discussion here about cutting out old 
>> components and soldering in replacements by using a tool to wind a 
>> small section of "pig's tail" on the new components.
>> Apparently, this was to duplicate an old repair method of using 
>> "squiigles" or some name like that.
>> Someone here posted instructions for making the tool, but I lost 
>> them!  Would love to build such a tool.
>> Thanks,
>> Ben
>>
>>

------------------------------
Message-ID: <005c01c5426f$8c30f930$63e47443@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Old Tube Radios" <boatanchors@theporch.com>
Subject: Re: Pigtail tool?
Date: Sat, 16 Apr 2005 02:59:00 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

> See my website:
>
http://www.webex.net/~skywaves/commrx/Maintenance/Comprepl/component_replacement.htm

A very nice presentation, Al.  I would argue one point, however.  To me,
installing a component by the pigtail method "destroys" the original
workmanship.  Or rather, it alters the original workmanship.  Completely
removing the original component lead wires from terminals, risky as it may
be, is the only way to preserve a sense of the original workmanship.  But
being the individuals we are, a bit of artistic license creeps into our work
so to me it's a moot point.  If your own choice of method produces a
reliable repair and it's not too hard to look at, that's the method to use

Arden Allen
KB6NAX

------------------------------
Message-ID: <005e01c5426f$8d193650$63e47443@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: [Milsurplus] Re: [Boatanchors] Removing beeswax from slug-tunedtransform...
Date: Sat, 16 Apr 2005 03:27:54 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

> .....I think I did see a mention of a particular solvent earlier in this
thread - was it Xylene?
Anyway, give toluene a try. Methyl-ethyl-ketone might also do the job. All
these are
rather dangerous in confined quarters.  ...

The problem with strong solvents is they can disolve the coil form or the
glues used to fabricate it.  If a solvent must be used the weakest possible
solvent that may do the job should be used.  Start with simple mineral
spirits allowing time to soak.  Try naptha next if something stronger is
called for.  Maybe denatured alcohol.  You get the idea.

Arden Allen
KB6NAX

------------------------------
Message-ID: <005f01c5426f$8d99b0f0$63e47443@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: ceramic tubulars decoding?
Date: Sat, 16 Apr 2005 03:32:05 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

> ......There is a ceramic tubular across the oscillator
> tuning cap, that is likely temperature compensating. It
> goes crazy if sprayed with component cooler .......

It may be that the apparent capacitance is being altered by moisture
formation on the cap.  You could end up changing a perfectly good part and
end up with something worse.  Just a little bit of cooling and then watching
how the part recovers as it warms back to room temp will help to tell you if
the part is OK or not.  It should smoothly drift back to room temp value.
If it still jumps around after a few minutes at nearly room temp and it's
not
apparently dripping with moisture it may still not be bad.  Verify your cold
test with
a warm test by bringing a soldering iron tip nearby, shining an incandescent
lamp or laser beam on the part, or blowing warm air on the part with a hair
dryer.  Finding a correct temperature compensating part replacement is like
searching for the Holy Grail.

Arden Allen
KB6NAX

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Date: Sat, 16 Apr 2005 10:22:26 -0400
Subject: WRL Galaxy V Transceiver -  A Readable Schematic Found
Message-ID: <20050416.102227.332.1.k4pf@juno.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit
From: Edward Knobloch <k4pf@juno.com>

Hi, Gang

Owners of the Galaxy V transceiver who can't read the tiny schematic
will be please to know that an enthusiast took the trouble
to make a readable copy.

Go to the "downloads" section of www.worldradiolabs.com
and get the schematic (in bitmapped form - MS Paint).

The free XNView image viewer printed the bitmapped schematic
over 15 each 8-1/2 by 11 pages.  A little work with scissors
and Scotch tape, and my tired eyes are now very happy looking
at the schematic.

Also, owners of the Galaxy V may be interested in looking
at photos of the interior of the Galaxy 300 transceiver, a predecessor
unit
www.fayoly.net/gallery/galaxy300

The underside is amazingly uncrowded compared to the Galaxy V,
but the heritage is plain.

73,
Ed Knobloch

------------------------------
Date: Sat, 16 Apr 2005 10:09:01 -0700
Subject: SX28 dials
From: "John Gibson" <gibsonj@mindspring.com>
To: Old Tube Radios <boatanchors@theporch.com>
Mime-version: 1.0
Content-type: text/plain; charset="US-ASCII"
Content-transfer-encoding: 7bit
Message-Id: <E1DMqms-0007ds-00@maynard.mail.mindspring.net>

  The frequency dials on my SX28A have slowly become dark brown. I assume 
they were a cream color when the set was new. Does anyone make repro dials
of the original cream color?
   John.

------------------------------
Date: Sat, 16 Apr 2005 15:32:29 -0400
From: "Edward J White" <wa3bzt@verizon.net>
Subject: W5E is on 14.253 UDB
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <00ec01c542bb$07b61c20$6401a8c0@wa3bzt>
MIME-version: 1.0
Content-type: text/plain; format=flowed; charset=iso-8859-1; reply-type=original
Content-transfer-encoding: 7bit

Hi Gang:
W5E is on 14.253.6 USB give him a call.
Ed
WA3BZT

------------------------------
Message-ID: <BAY103-F17A8221F3D418B48F37DACE1370@phx.gbl>
From: "John Page" <k4kwm@hotmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: [Milsurplus] W5E now on 14049.7 @1950z
Date: Sat, 16 Apr 2005 21:02:36 +0000
Mime-Version: 1.0
Content-Type: text/plain; format=flowed

Got them a few minutes ago on 14049 cw. Boy is my cw crappy. Got to get back 
at it. Tuner uppers were out in force but was able to copy through. Thanks 
for riminding me they were on. John

John Page K4KWM
Hollow State since 1953
(ex W8PKU,N8BLB,NA8O)



>From: W0rw@aol.com
>To: milsurplus@mailman.qth.net, boatanchors@theporch.com
>Subject: [Milsurplus] W5E now on 14049.7 @1950z
>Date: Sat, 16 Apr 2005 15:54:32 EDT
>
>Clint is operating now on CW from Barksdale AFB, Right under the nose of an
>old B-17, Bossier City, Lousiana.
>60th anniversary, Using old Military equipment.
>3880 AM scheduled for 6pm+ tonight.
>i snagged them at 1924z, on 14253.5.
>QSL via QRZ.com
>Paul  w0rw
>______________________________________________________________
>Milsurplus mailing list
>Home: http://mailman.qth.net/mailman/listinfo/milsurplus
>Help: http://mailman.qth.net/mmfaq.htm
>Post: mailto:Milsurplus@mailman.qth.net

------------------------------
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